
Karta informacyjna 3RA1932-2D

Zestaw złączek kablowych (2 szt.) do mechanicznego połączenia dwóch 
styczników 3RT105,3RT145

Nazwa markowa produktu SIRIUS
kategoria produktu Blokady mechaniczne
oznaczenie produktu Łączniki mechaniczne
wykonanie produktu Do kombinacji rewersyjnych styczników S2/S3/S6, odstęp między stycznikami 

10 mm
Dyrektywa RoHS (data) 07/01/2006

Zezwolenia Certyfikaty

General Product Approval

Confirmation

Marine / Shipping other

Confirmation

Environment

Environmental Con-
firmations

Więcej informacji
Informacje dotyczące opakowania
Informacje dotyczące opakowania
Information- and Downloadcenter
https://www.siemens.com/ic10
Industry Mall (System zamawiania online)
https://mall.industry.siemens.com/mall/pl/pl/Catalog/product?mlfb=3RA1932-2D
CAx-Online-Generator
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RA1932-2D
Service&Support
https://support.industry.siemens.com/cs/ww/en/ps/3RA1932-2D
Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, EPLAN macros, ...)
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RA1932-2D&lang=en
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_NSB0_XX_00121
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=439&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=439&ci=5596&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=439&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=439&ci=3020&cao=4488
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=446&ci=449&cao=538
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=446&ci=455&cao=543
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=446&ci=464&cao=552
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=446&ci=480&cao=566
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=447&ci=454&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=5669&ci=498&cao=591
https://support.industry.siemens.com/cs/WW/pl/ps/3RA1932-2D/Certificate?ct=5669&ci=498&cao=591
Informacje dotycz�ce opakowania
https://www.siemens.com/ic10
https://mall.industry.siemens.com/mall/pl/pl/Catalog/product?mlfb=3RA1932-2D
http://support.automation.siemens.com/WW/CAXorder/default.aspx?lang=en&mlfb=3RA1932-2D
https://support.industry.siemens.com/cs/ww/en/ps/3RA1932-2D
http://www.automation.siemens.com/bilddb/cax_de.aspx?mlfb=3RA1932-2D&lang=en
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_NSB0_XX_91005
https://support.industry.siemens.com/cs/ww/pl/pv/3RA19322D

